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TECHNICAL SPECIFICATIONS



TRONDS BARGE 29

Dimensions *

LOA 91,44 m

BOA 27,43 m

Depth 6,10 m

Draft light 0,70 m

Draft loaded 4,40 m

Capacities *

DWT 9 085 mt

LW 1 624 mt

Deck loading area 1700 m2

Deck loading cap 8 t/m2

Arrangement and equipment *

Ballast tanks 20 pcs

Ballast pumps 2 × 450 m3/h Centrif.pump

Anchors N/A

Mooring 1 × fdw and 1 × aft port side.

Bollards 20 double bollards

Diesel Generators 1 × 380V, 50Hz, 15kVA

Towing arrangement 3 × smit brackets Ø65 mm in bow and 2 × smit brackets Ø65 mm in stern. 2 × Chain 
bridle 27,5m Ø65 mm, Ø65 mm, 1 × steel wire 16,5m Ø44mm. Triplate D=50mm, 
shackles 5 pcs. 85t. Emergency tow wire 100 m, Ø76 mm

* These specifications are given without guarantee

and may be subject to change without notice.

Contact details Project and Chartering

Aage Petter Fjelland

Sales Leader

+47 928 06 120
aage.petter.fjelland@trondsmarine.com

Steinar Eide

Manager – Project and Chartering

+47 971 29 666
steinar.eide@trondsmarine.com

Lasse Digranes

Manager – Project and Chartering

+47 934 00 681
lasse.digranes@trondsmarine.com
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